
        TIME = _
SEGMENT # 2

10. Enter a time (for the example 45+ ). 
HORN WHEN DONE?_NO
SEGMENT # 2

HORN WHEN DONE?_YES
SEGMENT # 2

11. Answer “Yes” to “HORN WHEN DONE?”.  
This will sound a horn after the second segment reaches 0 (the end of the workout). 

              11.5 t
SEG 01of02   WKOUT 02

              4.5 t
SEG 02of02   WKOUT 02

When pressing the arrow keys while the timer is stopped and while in this screen, the segments can be viewed 
by pressing the arrow keys forward or backwards. The “t” shows that tenths of a second will be displayed.

12. Arrow to the Segment 1 screen (or press Reset Workout) and then press START/STOP ( ). 
The example workout is now complete and the workout is running through the segments. The scoreboard (or shot-
clock or timer) will start at 11.5 seconds and count down to zero. When the time reaches 4.5 (11.5 seconds - the 7 sec-
ond segment entered in Segment  #1) a short horn will sound as the clock continues to run. Upon reaching 0, a long 
horn will sound indicating that the segment is complete.

These examples illustrate just some of the features and capabilities of the segment timer program. With over 99 
segments available per workout, the segment timer can be tailored for just about any fitness or timing need. 

Selecting and Editing Segments and Workouts
Edit Workout  

1. Press Edit/Select Workout ( ).

#1 00:03:30.0
#2 00:00:11.5 T

#3 00:45:15.2  R
#4 00:00:00.0

Press the arrow keys to scroll through the workouts. “T” stands for Total Time, “R” stands for repeating. If a workout 
shows all zeros, it is empty. When NEW WORKOUT ( ) is pressed, the first empty workout will be edited.

2. Using the numerical keypad, enter the number of workout to be edited, then press ENTER. ( ).
Total or Segment Time can be changed, Repeating can be turned off or on, and segments can be edited.

Edit Segment 

1. Press Edit/Select Workout ( ).

#1 01:00.0   H 
#2 00:30.0 

#3 02:00.0  

Press the arrow keys to scroll through the segments. “H” stands for auto horn at the end of the segment, “ ” shows 
that the segment will count up. 

2. Using the numerical keypad, enter the segment number to be edited, then press ENTER. ( ).
Segments cannot be inserted, only placed at the end of the workout. Segments can be edited by selecting the seg-
ment, then pressing clear. To keep the existing time, press enter when display reads “TIME = _ “.
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7.0 ELECTRONIC TEAM NAMES 
(Available option on select boards)    and Sport Captions
1. Turn on scoreboard.

2.  Turn on Console. Press and hold until console turns on.

1. SCOREBOARD
2. STAT PANEL  ->

3.MESSAGE CENTER   <- 
4.TEAM NAMES   

3.MESSAGE CENTER   <- 
4.LED CAPTIONS  or

  Version 6.03+

3.  Press 4 to access Team Names and Captions. If in Sport Mode, console will load the message program.
NOTE: The console can only load the Scoring or the Messaging Program (team names) at any given time. The console will always turn 
on with the last used program loaded. 

 _ 
   Home Team Name

 _ 
   Guest Team NameNAME NAME

4. Using keyboard (under sport slipsheet) enter the team names, when finished press enter.
After guest is entered, names will display on the board. Because different sized team names can be used, names can be centered by adding 
spaces before the the team name. Once team names are sent, repeat steps 3 and 4 for corrections and proper alignment. The Team Names 
will be stored in the scoreboard until new teams are sent.
5. When finished entering the team names, the console will reset (but is still in Message Mode for Team Names). Press  to 
select scoreboards. Console will load scoring program. 
For tournament play, console must be turned off between games and scoreboard must be allowed to reset (Scores will clear and time of day 
may be displayed).  After the board resets, turn on power and repeat team names. 
TIP!
Once in game mode, a game can be reset without changing team names by pressing  and answering “YES” to “New 
Game?” ( NEW GAME? YES ). Once a game is reset, there is an option to flip the Team Names (HOME will be GUEST and 
GUEST will be HOME) by following the promps.

EDITING CAPTIONS AND TEAM NAME SETUP
Perform steps 1-3 above. Press  to enter Caption Setup Mode. 

 _ 
   Home Team Name

Enter Scoreboard IDs 
ENTER when done EXAMPLE

# of Board
Captions(1-10): 7 EXAMPLE

4. Console version 6.06+ Only - Enter the scoreboard IDs of the board(s) that are to be setup. If all boards have the same size 
captions, more than 1 board may be selected. If boards have different sizes, boards must be setup  1 at a time. 
5. Enter the number of LED Caption Areas that the scoreboard contains (including team names).
The total number of caption areas can be counted on the scoreboard (including team names) and entered here. This is set at the factory and 
will likely not be needed to change. For example, if your board displays HOME, GUEST, AT BAT, BALL, STRIKE, INNING, OUT, and H/E, the total 
number of captions would be 7. If you only have team names, your total would be 2.

Hide Captions Except
Home & Guest? _NO

6. If captions other than HOME or GUEST need to be changed, answer NO to “Hide Captions”.
When entering team names, all other captions will be locked and “hidden” in the console. Since these captions will likely never change, the 
board captions (examples: BALL, STRIKE, BALL ON, DOWN, etc) will be untouched by the common scorekeeper. After captions are set, this 
prompt should be changed back to YES.

Are Caption Heights
All the Same? YES

Caption Height (1-3):  
            1  

7. In most cases, answer YES to “Are Caption Heights All the Same?”. 
Some boards have team name areas that are larger than other fields. If this is the case, you will need to know the height of all areas. Most 
captions are at a height of 1 - which is either 6” (typical indoor) or 9” (typical outdoor) depending on board type. Double high team names 
would typically be a height of 2 (18” or 12”). A height of 3 would be 27” or 18”.  Refer to the scoreboard specification sheet for proper heights.
The console will now reset. Repeat steps 1 through 3 and enter in the team names and captions. When done 
editing Board Captions, it is recommended to go into EDIT CAPTIONS MODE again and answer YES to “Hide 
Captions Except Home & Guest?” to prevent the Board Captions from changing.



8.0  8000 Series Updater

Periodically, an update to the console firmware is released from All American Scoreboards. These releases 
may contain improvements to the existing sport operations, changes in the menu, additional sport pro-
grams or other improvements. If satisfied with the operation of your scoreboard, an update may not be 
necessary. Each firmware release will be explained at AllAmericanScoreboards.com.

A console firmware may be updated ONLY if the following conditions apply:
1. The console has firmware version 4.00 or greater.
2. A PC is available with a USB port and an internet connection.�Requires Windows XP Home 
Edition, Windows XP Professional, Windows Server 2003, or Windows Vista with the latest 
service pack updates.  
3. A “USB A” (male) to “USB B” (male) cord is available.�Cord is available from many electronics 
retailers or directly from All American Scoreboards.

Instructions for Updating the Console Firmware.
STEP 1: Download the most recent program from AllAmericanScoreboards.com and follow installation 
instructions. Launch program - located in Program Files\All American Scoreboard\Update The firmware 
update program is  available by contacting tech support and supplying an email address.   

Step 2:  On the back of the 8000 Series Console, plug in the USB B  into the USB connection.

Step 3:  Plug in the USB A into the computer.� All American Scoreboards recommends using a USB 2.0 
port from the PC. Using a standard USB port will work, however the time to update will be more than 
doubled.

STORING:
Battery should be fully charged when storing, and should be kept at room temperature.  
Recharging once every 30 to 45 days of storage is recommended.  If batteries are stored 
longer, it may take two or three cycles before full run time is restored.

WARNING! This equipment has been approved for mobile applications where 
equipment should be used at distances greater than 20cm from the human body 
(with the exception of hands, wrists, feet and ankles). Operation at distances less 
than 20cm is strictly prohibited. Excessive RF exposure should be avoided.

Press               once to turn on.
Follow prompts on screen. 

Press               and hold to turn off.

TRANSMITTER MODULE FCC ID:KQL-PKLR2400-200  IC:22683911808A3 17 
WARNING! This device complies with Part 15 of the FCC Rules. Operation is 
subject to the following two conditions: (1) This device may not cause harmful 
interference, and (2) This device must accept any interference received, including 
interference that may cause undesired operation.

RJ45 RJ45 RJ45 RJ45 RJ11 RJ11

USB Interface Cable
Plug the “USB B” into the back 
of the console. Plug the “USB A” 
into any USB port on your PC.  

USB B (male)
to console.

USB A (male)
to computer.

Step 4: Turn on console by pressing . 

Step 5: When screen displays 1. SCOREBOARD
2. STAT PANEL  ->  , press  and  simultaneously.

Step 6: Enter passcode, press .�When the console is sent out from All American Scoreboards, the 
Passcode is 12345. If passcode has been changed, enter new passcode. If passcode is lost or forgotten, 
contact All American Scoreboards.

Step 7: Arrow ( )over to “PC CONNECTION”. Press the appropriate number ( ).
1. SCOREBOARD
2. STAT PANEL  ->

3. MESSAGE CENTER
4. TEAM NAMES  ->

5.CHANGE PASSWORD
6.BOARD IDS  ->

7. PC CONNECTION
8. BOARD TYPE  ->

WAITING TO CONNECT..

Console will display “ WAITING TO CONNECT..”

Step 8:  In the computer program, press .�The program will run for 2 to 5 minutes (may be lon-
ger depending on computer speed and data connection). �The console will erase the necessary existing 
information and load the new information. If an update fails (power outage, cord is pulled, etc), try again 
by powering off and on and restarting computer program. Do not disconnect until updater says “OK to 
Unplug USB”.  Console will automatically restart.

 (continued on next page...)



8000 Series Updater ...continued

Update Button.
When pressed, button will be 
grayed out.

Information Status Area.
Shows what is happening.
Turns red if errors occur.

Status Bar.

UPDATER WINDOW

The Updater Program will report the number of errors that occurred during the update. If the error 
count is anything but zero, the bootloader MUST be run again. If error count is 0 and console fails to 
restart (or console displays WAITING TO CONNECT.. ), turn off console ( ) and then turn on by pressing 

 and  at the same time until console turns on. 

NOTE: 
After the update is complete, the sports program may be forced to load upon startup by press-
ing  &  at the same time. 

After the update is complete, the message program may be forced to load upon startup by 
pressing  &  at the same time.

Why update your All American Scoreboards console?

In most cases, your console is doing everything that you want it to do. If you are comfortable with how 
everything is operating, then you probably don’t need to update your console. Here is a sample of some 
of the improvements that have taken place in the past:

- Improved stat panel control.
- Shot clock light strips and end of game light strips control.
- Ability to find “sweet spot” for radio control (requires V2 Radio).
- Improved functionality in various sports - for example; in baseball added option for “Auto Hit Indicator.”
- Ability to control horn length for both end of period and shotclocks.
- Ability to back up console settings and segments.
- Improved Team Names functionality.
- Ability to control Everbrite Message Center and load and backup messages and programs.

(continued on next page...)
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Why update your All American Scoreboards console? (...continued)

Updating your console will likely provide better functionality for your console and scoreboard. If your 
console firmware is 5.05 or lower (see below), then all segment programs and sport settings that have 
been saved (scoreboard brightness, fouls, period length, etc) will be overwritten with the defaults set in 
the upgrade package.  Version 5.06 and above allows the sport settings, segments and messages to be 
backed up and loaded into any console.

Updating your console firmware will bring your console to the same version that is being shipped out 
with a new scoreboard. All consoles with a firmware version of 4.0 or above are compatible with 
console upgrades, however, it is not recommended to load a previous version (downgrade) unless 
instructed to do so by tech support. For example, a radio component was changed at version 5.0.  A 
console may be upgraded from a version 4.XX to a version 5.XX, but a version 5.XX  with the new V2 Radio 
cannot be downgraded from a version 5.XX to 4.XX.

If your console is v3.24 or lower, a new backplate must be installed in your console to have the 
ability to upgrade. It is recommended that you understand what improvements have been made before 
deciding to  replace the internal components of your console.

7.1 CHANGING THE HORN LENGTH (VERSION 5.01+)
Download and install Console Version 5.01 or greater. Call All American Scoreboards for details. Installing 
a newer version of All American Software will automatically remove previously installed versions from 
your computer.
Repeat Steps 1-7 on previous page. Console will read WAITING TO CONNECT.. .

8. Click on Start Icon on your computer.  Hover over “ALL PROGRAMS” and then over “ALL AMERICAN 
SCOREBOARDS.” Select  “CONSOLE SETUP OPTIONS.”

9. Click on GET SETTINGS. Loaded values from console will display on computer window. Horn lengths 
are displayed as tenths of a second - the lowest value is 1 (1/10 of a second) and the highest value is 99 
(9.9 seconds). The default horn lengths are set to 15 (1.5 seconds).  Change the values and click on PRO-
GRAM.

7.2 BACKING UP CONSOLE TO A COMPUTER (VERSION 5.06+)
Download and install Console Version 5.06 or greater. Installing a newer version of All American Software 
will automatically remove previously installed versions from your computer.
Repeat Steps 1-7 on previous page. Console will read WAITING TO CONNECT.. .

8. Click on Start Icon on your computer.  Hover over “ALL PROGRAMS” and then over “ALL AMERICAN 
SCOREBOARDS.” Select  “CONSOLE SETUP OPTIONS.”

9. Click on BACKUP CONSOLE. The computer will store EMC Sign Information, EMC Messages, EMC Pro-
grams, Segment Timing and Sport Setup Information. This file can be loaded back into any console with 
version 5.06+. by clicking on  “Restore Console.” The file can be named and saved using traditional operat-
ing system rules. 
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warning!  operation of the unit with the electrical exposed is 
dangerous. Be sure all tools and any other materials are removed 
from the unit, and all access covers are replaced and closed before 
power is turned on.

NOTE: For Advanced Trouble Shooting, Service Manuals and Replacement Part Information 
go to www.allamericanscoreboards.

9.0  Safety Information

The owner of the All American Scoreboard (AAS) is responsible for safe operation and repair. 
He therefore is obliged to familiarize operating personnel with the contents of this manual 
and make them aware of all possible hazards.

NOTE: When using this equipment, always follow the manufacturer’s instructions for 
safe operation. In case of emergency, please telephone Technical Support or a qualified 
service technician.

Do not operate the sign until it is completely assembled and installed per the instructions 
supplied by AAS.

AAS recommends that your main power be installed by a licensed electrician in accordance 
with the local building and electrical codes.

All equipment must be grounded in accordance with the local building and electrical codes. 
AAS recommends Earth Link Ground.

If any part of the Scoreboard equipment is malfunctioning or has been damaged, cease 
operation and consult with AAS Technical Support or qualified service technician before 
further use.

Use only AAS specified or recommended replacements parts.

WARNING! USE A LOCK OUT/TAG OUT ON CIRCUIT BREAKERS OR “POWER 
ON/OFF” SWITCHES WHEN PERFORMING INSTALLATION,  REPAIRS OR 
MAINTENANCE.

When performing repairs be mindful of the weather and work area conditions. Avoid the 
unit’s exposure to the elements, water and debris, or anything that may be dangerous or 
cause damage to the equipment.

WARNING! Operation of the unit with the electrical circuitry 
exposed is dangerous. Be sure all tools and any other materials 
are removed from the unit, and all access covers are replaced 
and closed before power is turned on.

Caution: Use of solvent cleaners or a power washer on your Scoreboard may 
cause permanent damage.

9.0

Safety
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10.0 Warranty

Five Year Limited Warranty

Non-compliance with procedures of Installation, Safety, Operation and/or Maintenance 
practices defined in this manual may result in a Warranty issue.

This warranty extends to and is enforceable by only the original consumer purchaser 
and only for the period (during the applicable term) which the product remains in the 
possession of the original consumer purchaser. “Original consumer purchaser” means the 
person who first purchased the product covered by this warranty other than for purpose 
of resale. This warranty does not apply if it is found that at any time the equipment has 
not been used for its intended purpose.

NOTE: Please ask your dealer, distributor or sales representative for details.

CAUTION! Any unauthorized changes or modifications to this unit without 
our prior written approval will void the user’s warranty and will transfer health 
and safety obligations to the user

CAUTION! Changes or modifications to this unit not expressly approved by 
the party responsible for compliance could void the user’s authority to operate 
the equipment

NOTE: This equipment has been tested and found to comply with the limits for a 
class “A” Digital device, pursuant to part 15 of the FCC rules. These limits are designed 
to provide reasonable protection against harmful interference when the equipment 
is operated in a commercial environment. This equipment generates uses and can 
radiate radio frequency energy and, if not installed and used in accordance with 
Owner’s Manual, may cause harmful interference to radio communications. Operation 
of this equipment in a residential area can cause harmful interference in which case 
the user will be required to correct the interference at their expense.

10.0

Warranty
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© Copyright All American Scoreboards 2008-2010

This is the exclusive property of All American Scoreboards® a division of Everbrite® LLC. Use 
of or duplication of this document in any manner without the expressed written consent of 
All American Scoreboards® is prohibited.

The information contained in this document is subject to change without notice and should 
not be construed as a commitment by All American Scoreboards®.

All American Scoreboards® assumes no responsibility for any errors that may appear in this 
document. Nor does it make expressed or implied warranty of any kind with regard to this 
material, including, but not limited to, the implied warranties of merchantability and fitness 
for a particular purpose.

All American Scoreboards® shall not be liable for incidental or consequential damages in 
connection with, or arising out of the furnishing, performance, or use of this document and 
the program material, which it describes.

 Trademarks Credits
All American Scoreboards® is a registered trademark of Everbrite® LLC.

Everbrite® is a registered trademark of AAS LLC.

11.0  Technical Support

11.1  Customer Service 

Customer satisfaction is the top priority at AAS. Our skilled, experienced Account Manage-
ment teams are dedicated to providing highly responsive service through all phases of our 
client’s programs. 

These teams are computer-linked to each of our manufacturing facilities to provide “on-line” 
updates on the status of customer orders. Furthermore, AAS’s EDI capabilities allow electronic 
interchange to efficiently process customer orders. 

11.2  Contact Information

All American Scoreboards		
401 S. Main Street				  
Pardeeville, WI 53954			 
PHONE: 1 800-356-8146			 
FAX: 1 608-429 -9216		

www.allamericanscoreboards.com

11.0

Tech Support
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